PER MFR

5/8” GYP. BD.
(2x4 FRAMING. SIZE MAY VARY

SEE WALL TYPES

— 17—SOUND_ATTENUATION
~  BLANKETS WHERE
SPECIFIED—

SEE WALL TYPES

FIRE-RATED RECESSED FIRE
EXTINGUISHER CABINET LOCATED
PER GOVERNING AGENCY
REQUIREMENTS.
(SEMI-RECESSED — 4" MAX,
PROTECTION PER ADA. 4.4.1)

/\FIRE EXTINGUISHER CABINET - STUD WALL

A—3002 S 3=1-0"
W SCALE: 3"=1"-0

NOTE:

ALL CABINETS TO BE ONE—HOUR
RATED EXCEPT THOSE IN EXTERIOR

WALLS.

F.E. CABINET MIDPOINT NOT TO EXCEED

54’ AF.F. PER ADA.

8" CMU_WALLS

2 1/2" RETURN TRIM

F.E. CABINET TYPE 2

/2 \FIRE EXTINGUISHER CABINET — MASONRY WALL

A—3002 - 3=1-0"
WSCALE 3"=1"-0

WALL
—SEE FLOOR PLAN
FOR WALL TYPE

" "FLOATING EDGE”

U
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DO

NN

END OF GRID AT
"TIGHT™ WALL

PERIMETER GRID

Q/\HANGER WIRE NOTE: FLOATING EDGES OF
& MAX CEILING TO BE ADJACENT
' METAL GRID TO EACH OTHER
%" GAP —SEE DIAGRAM BELOW
END OF GRID ACOUSTIC CEILING PANEL
TO WALL AT

FLOATING
EDGE ~

——— CMU WALL

— %" VENEERED
PLYWOOD W/
HARDWOOD EDGE
BANDING

1'-10"

4%')

¢ OF HOOKS

COAT HOOKS
AT 9" 0.C.

CERAMIC TILE

D e 5 e e oo e i

_ #-6" T0 FLOOR

/s \CUBBIE DETAIL

A—_zéogz SCALE: 1 1/2"=1"-0"

WALL
—SEE FLOOR PLAN
FOR WALL TYPE

L £

/

/+ \LOCKER CURB

I

ONLY

——— CERAMIC TILE

AT LOCKER ROOMS

\, METAL LOCKER

W/ SLOPED TOP
PER MFGR

~_  WALL
\’ FOR WALL TYPE
METAL LOCKER

—VERIFY SIZE

—SEE FLOOR PLANS

AND BASE FINISHES

SEE ROOM FINISH
% SCHEDULE FOR FLOOR

CONCRETE BASE

2}" WHERE FURRING
IS APPLIED TO CMU WALL

A:%OgZ SCALE: 1 1/2"=1"-0"

HANGER WIRE IN

4'-0" x 4’0" PATTERN
4-WAY 45" DIAGIONAL
WIRE BRACING IN

120" x 8'—0" PATTERN

In
7 MIN. CLEAR'\ 7

/

2" MIN.

-

——r— §>

SRS \

/o

\SADDLE TIE

CROSS RUNNER
TO MAIN RUNNER
TYPICAL

%" GYP. BD.

FIX N
@ ED END

MAIN RUNNER-)

CROSS RUNNER

METAL TRIM ANGLE

@ FLOATING END

NOTE: SEE CEILING PLANS

FOR LOCATIONS OF

FLOATING GYP. BD. EDGES

/7 \SEISMIC DETAIL — SUSPENDED GYP. BD. CEILING

(MAIN_ RUNNER)

A—3002 - 3=1-0"
WSCALE 3"=1"-0

8" MAX.

#" MIN. CLEAR ~

2" MIN.\

¥
' '44 8 WAX. /’HANGER WIRE
WALL MAIN RUNNER
_SEE FLOOR PLAN
FOR WALL TYPE WALL
/. ANGLE CROSS RUNNER
/
L.'.'.;}.v e enge s 3 S8
/ [SCREW TO CROSS
/ RUNNER @ 12" 0.C.
/ %" GYP. BD.
7 ® FIXED END

NO FASTENERS/ J
METAL TRIM ANGLE

(NO SEAM TAPE)

4" MIN.
6" MAX.

_—

AT LA

@ FLOATING END

NOTE: SEE CEILING PLANS
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8" MEMBRANE

UP WALL

SCENANS

CERAMIC TILE

BOND COAT w/
REINFORCING WIRE

WATERPROOF MEMBRANE
—ADHERE TO CONCRETE SLAB
—SLOPE TO DRAIN

2X HARDWOOD

/Jé” RADIUS EDGE

14"

%" DIA.
EXPANSION

BOLTS

1 %" STEEL
ANGLES (PAINT

5'-0" 0.C. MAX

— 1'-0

CT. COVE .
BASE

/s \BENCH DETAIL

A_—:’éoi'?z SCALE: 1 1/2"=1"-0"

TIGHT WALL FOR LOCATIONS OF
FLOATING GYP. BD. EDGES
mSHSMlC DETAIL — ACP CEILING mSHSMlC DETAIL — SUSPENDED GYP. BD. CEILING mCERAWC TILE SHOWER
&2 &3 &2
A-3002 / SCALE: 3"=1'-0" A-3002 / SCALE: 3"=1'-0" (CROSS RUNNER) A-3002 / SCALE: 3"=1'-0"
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